


SECTION 4. FIRST AID MEASURES

INHALATION: This material has a low vapor pressure and is not expected o present an inhalation exposure at ambient
conditions. If vapor or mist is generated when the material is heated or handled, remove victim from exposure,

INGESTION: Do not Induce vomiting. Call a physician.

EYE CONTACT: Immediately flush with plenty of clear water for at least 15 minutes. (f material is hot, treat for thermal burns and
take victim to hospital immediataly.

SKIN CONTACT: Remove with soap and water. Continue flushing with water for several minutes. If material is hot, submerge
injured area in cold water. If victim is severely burned, remove to @ hospital immediately.

SECTION 5. FIRE FIGHTING MEASURES

CONDITIONS OF FLAMMABILITY: Heat, sparks, flame, red hot metal.

MEANS OF EXTINCTION: Use CO,, dry chemical or universal aqueous film forming foam.

SPECIAL FIRE FIGHTING PROCEDURES: Water may be Ineffective but can be used to cool containers exposed to heat or
flame. Caution should be exercised when using water or foam as frothing may occur, especially if sprayed into containers of hot
burning liquid.

UNUSUAL FIRE AND EXPLOSION HAZARDS: Dense smoke may be ganerated while burning. Carbon monoxide, carbon
dioxide, and other oxides may be generated as products of combustion.

FLASH PQINT / DETERMINATION: > 400 °F (204.4°C)

UPPER FLAMMABLE LIMIT: N/Av

LOWER FLAMMABLE LIMIT: N/Av

AUTO-IGNITION TEMPERATURE: N/Av

HAZARDOUS COMBUSTION PRODUCTS: N/AV

EXPLOSION DATA - SENSITIVITY TO MECHANICAL IMPACT: N/Av

EXPLOSION DATA - SENSITIVITY TO STATIC DISCHARGE: N/Av

SECTION 6. ACCIDENTAL RELEASE MEASURES

LEAK / SPILL RESPONSE: In case of rupture, released content should be contained as any other spill. Soak up materlal with
Inert absorbent and place in safety containers for proper disposal.
SPECIAL INSTRUCTIONS: None. See Sectlon 13 for disposal considerations.

SECTION 7. HANDLING AND STORAGE

HANDLING PROCEDURES / EQUIPMENT: None, .
STORAGE REQUIREMENTS: Store in closed containers away from heat, sparks, open flame, or oxidizing materials.

SECTION 8. EXPOSURE CONTROLS / PERSONAL PROTECTION

EYE PROTECTION: Safety glasses with side shields are recommended as a minimum for any type of industrial chemical
handling. Where eye contact could occur, chemical gplash proof goggles are racommended.

SKIN PROTECTION: For brief contact, no precautions other than clean body-covering clothing should be needed. When
prolonged or rapeated contact could occur, use protective clothing such as Sol-Vex® gloves or other clothing impervious to the
ingredient listed in Section 2.

ENGINEERING CONTROLS: General ventilation (typically 10 air changes for hour) should be used. Ventilation rates should be
matched to conditions. Local exhaust ventilation or an enclosed handling system, may be needed to control air contamination
below that of the lowest TLV/PEL rated Ingredient from Section 2. '
EXPOSURE GUIDELINE LEVELS: Since this product is a mixture, an OSHA or ACGIH exposure value is not available. In
determination of any exposure procedures, protection or testing use the lowest rated ingredient in Section 2.
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SECYION 9. PHYSICAL AND CHEMICAL PROPERTIES

PHYSICAL STATE :  Semi-golid
ODOR AND APPEARANCE »  Blue paste / gel, no odor
ODOR THRESHOLD : N/Av
SPECIFIC GRAVITY (H,0=1) . Below 1.0
VAPOUR PRESSURE (mm HG) 1 N/Av
VAPOUR DENSITY (AIR=1) ;. N/Av
EVAPORATION RATE (EE=1) o<1

BOILING POINT (°F) : 650°F (343°C)
FREEZING POINT (°F) ¢ N/Av

pH ¢ NAv
COQEFFICIENT OF WATER/OIL

DISTRIBUTION . N/Av
DENSITY T N/Av
SOLUBILITY IN WATER : 0.900

% VOLATILE BY VOLUME . N/Av

vOC'S © NfAv

SECTION 10. STABILITY AND REACTIVITY

STABILITY: Stable

CONDITIONS TO AVOID: None

MATERIALS TO AVOID (INCOMPATIBILITIES). Strong oxidizing materials.
CONDITIONS OF REACTIVITY: N/Av

HAZARDOUS DECOMPOSITION BYPRODUCTS: None

HAZARDOUS POLYMERIZATION: Will not occur.

SECTION 11.TOXICOLOGICAL INFORMATION

LD50: N/Av

LC50: N/Av

ROUTES OF ENTRY: INMALATION[Y] EYE CONTACT[Y] SKIN CONTACT[Y] SKIN ABSORPTION(Y] INGESTION(N]
EXPOSURE LIMITS: Since this product is a mixture, an OSHA or ACGIH exposure value is not available. In determination of
any exposure procedures, protection or testing use the lowest rated ingredient in Section 2.

IRRITANCY OF PRODUCT: N/Av

SENSITIZATION TO PRODUCT / MEDICAL CONDITIONS AGGRAVATED: N/AV

CARCINOGENICITY: This product is not carcinogenic according to the OSHA communication standard.

TERATOGENICITY / MUTAGENICITY / REPRODUCTIVE TOXICITY: N/Av

TOXICOLOGICAL DATA: N/Av

SECTION 12. ECOLOGICAL INFORMATION

ENVIRONMENTAL EFFECTS: This product has not been tested for environmental effects.
IMPORTANT ENVIRONMENTAL CHARACTERISTICS: N/Av
AQUATIC TOXICITY: N/Av

SECTION 13, DISPOSAL CONSIDERATIONS

If conteiners are to be disposed of (not recycled) follow local regulatory laws for proper disposal.
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SECTION 14. TRANSPORTATION INFORMATION

SPECIAL SHIPPING INFORMATION * N/Av

DOT HM-181 SHIPPING INFORMATION
PROPER SHIPPING NAME ¢ Not Regulated
HAZARD CLASS CR DIVISION . none
UN NUMBER ! none
PACKAGING GROUP ;. none
LABEL(S) REQUIRED : none

TDG SHIPPING INFORMATION
TOG SHIPPING NAME ¢ Not Regulated
TDG CLASSIFICATION 1 none
UN NUMBER . hone
PACKING GROUPR > none
LABEL(S) REQUIRED . none
NAERG Lonone
EMERGENCY TELEPHONE NUMBER ¢ (613) 9968-6668

INTERNATIONAL TRANSPORT INFORMATION
PROPER SHIPPING NAME . Not Regulated
CLASS OR DIVISION I nane
SUBSIDIARY RISK : none
HAZARDOUS LABEL(S) : none

PACKAGING GROUP . nane
UN OR 1D NUMBER :

SECTION 15. REGULATORY INFORMATION

TOXIC SUBSTANCES CONTROL ACT (TSCA): The product on this MSDS, or all of its components, is listed under TSCA.
SARA TITLE IIl, SECTION 313: The following ingredients are subject to the reporting requiraments of section 313 of Title !l of
the Superfund and Reauthorization Act of 1886 and 40 CFR Part 372: None

CLEAN AIR ACT (CAA): The following ingredients appesr on the List of Hazardous Air Pollutants (HAP - 42 USC 7412, Titie I,
Part A, p112): None

CLEAN WATER ACT (CWA):The following ingredients appear on the CWA List of Mazardous Substances (40 CFR 116.4): None
CALIFORNIA PROPOSITION 65: The following Ingredients appear on the Proposition 65 list(s): None

CANADIAN WORKPLACE HAZARDOUS MATERIALS INFORMATION SYSTEM (WHMIS): This MSDS has been prepared
according to the hazard criteria of the Controlled Products Regulations (CPR) and the MSDS contalns all of the information
required by the CPR.

DOMESTIC SUBSTANCES LIST (DSL): The product on this MSDS, or all of its components, is Included in the DSL.

SECTION 16. OTHER INFORMATION

N/E Not Established

N/Av Not Available

N/Ap Not Applicable

IARC International Agency for Research on Cancer

ACGIH American Conference of Governmental Industriel Hygienists
NIOSH National Institute for Qccupational Health and Safety
TLV-TWA Threshold Limit Values, Time Welghted Average

NAERG  North American Emergency Response Guidebook

WHMIS  Workplace Hazardous Materials Information System

This MSODS farmat meets ANSI 2400.1-1988, OSHA 1810.1200 and WHMIS requirements. Cantesco Corporation provides the
information contained herein in good faith but makes no representation as to its comprehensiveness or accuracy. This
document is intended only as a guide to the appropriate precautionary handling of the material by @ properly trained person
using this product, Product use and conditions of use are beyond the control of Cantesco Carporation. Warranty of materials is
limited to test results of product performance as detailed in certlficates of compliance. Interpretation pf tgst results is the
responsibility of end-user. No other warranties, expressed or implied, are made. Cantesco Corporation is an 1SO 9001:2000
registered company. _
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MATERIAL SAFETY DATA SHEET U.S. DEPARTMENT OF LABORI
May be used to comply with Occupational Safety and Health
OSHA s Hazard Communication Administration(Non-Mandatory Foim)l(

Standard,29CFR 1910.2100.0

001-1620 SOLVENT BABED ANTI-SPATTER (AEROSOL )

I KCI, INC. CHEMTREC (24 -HOUR) 800-424-930
03710 N. DAVIDSON STREET INFORMATION 704-372-B435C
0 CHARLOTTE, N.C 28205 DATE PREPARED: MARCH 26, 2009 |

0 SECTION II-HAZARDQUS INGREDIENTS/IDENTITY INFORMATIONI
Hazardous components OSHA PEL ACGIH TLV L ] D

*METHYLENE CHLORIDE CAS#75-09-2 25ppm{(8hrTWA) S0ppm(8hzrTWA) 73-64r:
CARBON DIOXIDE CAS%124-36-9 S000PPM 5000ppm 170
*3EE ATTACHED FOR SARA TITLE III NOTIFICATION AND ADDITIONALI

HEALTH DATA.[

SECTION III-PHYSICAL/CHEMICAL CHARACTERISTICSI

Boiling Point: 104F | Specific Gravity(H20=1): 1.320
Vapor Pressure:390 (mmHG) Melting Point: N/Al
Vaper Density: 2.9 0 Evaporation Rate: 14,500

(Butyl RAcetate=1)0
Volatile Organic Compounds 0.0 1lba./gallen , 0 grams/liter

Solubility in Water:% by weight, 1.3 |
Apperance and Odor: Clear,colorlese ligquid with a chloroform-like odor.!

SECTION IV-FIRE AND EXPLOSION HAZARD DATAl

Flash Point (Method Used) Flammable Limits LEL UELI
None to boiling X by volume N/A N/Al

Extinguishing Media: Carbon dioxide,dry chemical or foam.l

special Firefigring Procedureg: Pregoure-demand,self-contained protectionl
should be provided for protection.Storagel
containers exposed to fire should be keptl
cool with water.l

Unusual Fire and Explosion Hazards: At high temperaturea,ever-preéessuri-|)
zation of containers can result.l
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SECTION V-REACTIVITY DATAI

Stability: Unstable Conditions to Avoidl
Avoid high preseuze in)
aluminum systems.)

Stable X Open flames & electricall
arcs.|

Incompatibility(Materials to Avoid))
Avoid contact with oxygen,nitrogen,peroxide,exidizers andl
reactive metals(i.e. aluminum,potassium, sodium,ecec.) ]

Hazardous Decompesition or Byproducts:l
Combuetion may yield €Q,CO2,phosgene and/oy HCL.D

Hazardous May Oececur: Cendition to Avoid!
Polymerization N/A
Will Not Occur:X

SECTION VI-HEALTH HAZARD DATRA!
Roeutes of Entry:Inhalation: Yes Skin:Yes Ingeation: Yasal

Health Hazards (Acute and Chronic)l
INHALATION: In confined or poorly ventilated areasn,vapoers canl
readily accumulate and can cauee unconsciouaness and death.)
Minimal anesthetic or narcotic effects may be seen in 500-1000ppml
range. Progressively higher levels over 1000ppm can cause dizzineas(
.drunkenness,concentrations as low as 10000ppm can cause unconscious-l
ness and death. These high levels may alao cause cardiac arrycthmias,l
Excessive eaxposure may cause irritation to upper respiratory tract.l
Excesaive exposure may cause carboxyhemoglobinemia.l
Carcinogenicity:**YES-NTP YES-IARC MONOGRAPHS NO-OSHA REGULATED(
Signe and Symptons of Exposure: Light-headedneas & nausea.l
Irricating to the eyes and the skin.j

Madical Conditions |

Genaerally Aggravated by Exposure: Prolonged contact withd
high eoncentrations can lead to serious kidney and liverzl
damage.l

Emergency Firet Aid Procedures: Eyes-flush with water forl
15 minutes.Skin-wash area with soap & water. Ingastion-{
drink water,DO NOT INDUCE VOMITING. Inhalation-remove te fresh air.l
If breathing has stopped,start CER.0
ww* MUTAGENICITY(EFFECTS ON GENETIC MATERIAL) SEE PAGE 5.0
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SECTION VIY-PRECAUTIONS FOR SAFE HANDLING AND USE!

Steps to Be Taken in Case Material Is Releage or Spilled]
Spills should be scaked up with abscrbent. Arzea should thenl
be flushed with water.All ringate ghould be containerized &0

labeled. Spills on areas that are not on pavement can bel
handled by removing the affected soils.l

Waste Disposal Method:t
The materials resulting from clesan-up operationa may bel
hazardoua wastes,and therefore cubject to local,state, &
federal regulations.!

Precautions to Be Taken in Handling and Storage:l
Label all containers. Store containers in a ¢ool,dry,welll
ventilated area.l

Other Precautions:(
N/A)

SECTION VIII-CONTROL MEASURESI
Respiratery Protection(specify Type)!
Nene,during normal use.l
Ventilation: Loc¢al Exhaust-Sufficient to maintain TLV.0
Special-N/A)
Mechanical (Genaral) -N/Al

Other-N/Al

Prortective Gloves-polyfluorinated polyethylene suggested.l
Eye Protection-face shield and goggles should be worn.l
Other Protective Clothing or Equipment:N/A)

Work/Hygienic Practices:N/Aj

DOT SHIPPING: Thie product is ¢laegified as CONSUMER COMMODITY ORM-D.

@007/009
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SARA TITLE III NOTIFICATION/INPORMATION)

*All chemical compounds marked with an astarisk(t) are toxicl
chemicals subject to the reporting requirements of Section 3133
of Title III of the Super Fund Amendments and Reauthorizationl
Act (SARA) of 1986 and 40 CFR Part 372. You must notify eachl
paraon to whom this mixture or trade name product is sold.l
This statement must remain a part of this Material Safety Datal
Sheet. This stacement must not be detached. Any copy orl
redigtribution of this Material Safety Data Sheet snalll
include thia atatement.)

CALIPORNIA PROPOSITION 65 INFORMATIONI
WARNING: THIS PRODUCT CONTAINS A CHEMICAL KNOWN TQO THE STATE OF!
CALIFORNIA TO CAUSE CANCER.|

NE® OBRSEY RIGHT TO KNOW INFORMATION)
(5 MOST PREDOMINANT INGREDIENTS/HAZARDOUS & NON-HAZARDOUS)(

METHYLENE CHLORDE CAS# 75-09-20
CAREON DIOXIDE CAS#124-38-5C
S0YA LECITHIN CAS#8002-43-5L

HAZARDOU3 MATERIALS IDENTIFICATION SYSTEM  HAZARD RATINGD

HEALTH-2 4 -SEVERE HAZARD]
FLAMMABILITY-1 3-SERIOUS HAZARD]
REACTIVITY-1 2-MODERATE HAZARDI

1-3LIGHT HAZARD
0-MINIMAL HAZARD(|

NATIONAL FIRE PROTECTION ASSOCIATION 4-SEVERE HAZARD)
HEALTH~-2 3-SERIQUS HAZARD|
FLAMMABILITY-1 2-MODERATE HAZARDI
REACTIVITY-1 1-3LIGHT HAZARD!

OTHER -NONE 0=MINIMAL HAZARD(
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% * COMMENTS(
AN EVALUATION OF THE METABOLISM OF METHYLENE CHLORIDE IN MICE]
INDICATES THAT TUMOR FORMATION IN MICE IS THE RESULT OF THEIR(
METABOLISM BY A PARTICULAR PATHWAY AT EXPOSURE CONCENTRATIONS(
GREATER THAN 500 PPM. THIS PATHWAY DOES NOT PLAY A SIGNIFICANTD
ROLE IN METABOLISM BY MICE AT EXPOSURE LEVELS LESS THAN 500 PPM.)
THE METABOLIC PATHWAY ASSOCIATED WITH CARCINOGENICITY IS LESS!
ACTIVE IN RATS, AND APPEARS TO PLAY A NEGLIGIBLE ROLE IN METAB-I
OLISM BY HAMSTERS AND HUMANS. JINHALATION OF METHYLENE CHLORIDE]
PRODUCED LIMITED EVIDENCE OF LIVER DAMAGE IN LABRATORY ANIMALS.!
THE RELEVANCE OF THESE FINDINGS TO HUMANS IS8 UNCERTAIN. PRE-!
EXISTING LIVER AND BLOOD DISORDERS MAY BE AGGRAVATED BY EXPOSURE)
TO THIS MATERIAL. PERSONS WITH PRE-EXYSTING HEART DISORDERS MAY]
BE MORE EUSCEPTIBLE TC IRREGULAR HEARTBEATS (ARRHYTHMIAS) IFl
EXPOSED TO HIGH CONCENTRATIONS OF THIS MATERIAL. REPORTS HAVE]
ASSOCIATED REPEATED AND PROLONGED OCCUPATIONAL OVEREXPOSURE 10!
SOLVENTS WITH PERMANENT BRAIN AND NERVOUS SYSTEM DAMAGE (PAINTERS!
SYNDROME) , INTENTIONAL MISUYE BY DELIBERATELY CONCENTRATING ANDI
INHALING THIS PRODUCT MAY BE HARMFUL COR FATAL.(

¢+ +MUTAGENICYTY (HEALTH HAZARD SECTION VI CONTINUED)I
NEGATIVE OR EQUIVOCAL RESULTS HAVE BEEN OBTAINED IN MUTAGENICITY)
TESTS USING MAMMALIAN CELLS OR ANIMALS. THIS IS CONSISTENT WITH!
THE LACK OF INTERACTION WITH DNA IN RATS AND HAMSTERS. ALTHOUGH!
RESULTS OF AMES BACTERIAL TESTS HAVE GENERALLY BEEN POSITIVE, OVER-)
ALL THE DATA SUGGEST TRHAT GENOTOXIC POTENTIAL DOES NOT APPRAR TO BE I
A SIGNIFICANT FACTOR IN THE TOXICITY OF METHYLENE CHLORIDE.(

HANDLING AND STORAGE PRECAUTIONS:0
USE AND STORE THIS MATERIAL IN COOL,DRY,WELL VENTILATED AREAS AWAYD
FROM HEAT AND ALL SOURCES OF IGNITION. KEEP CONTAINERS CLOSED. XEER
AWAY FROM INCOMPATIBLE MATERIALS (SECTION V). DO NOT ENTER CONFINED!
EPACES SUCH AS TANKS OR PITS WITHOUT FOLLOWING PROPER ENTRY PROCEDURES(
EUCH AS ASTM D-4276. THE USE OF RESPIRATORY PROTECTION IS ADVISED |
WHEN CONCENTRATIONS EXCEED THE ESTABLISHED EXPOSURE LIMITS. WASH]
THOROUGHLY AFTER HANDLING. DO NOT WEAR CONTAMINATED CLOTHING OR [
SHOES. USE GOOD PERSONAI, HYGIENE PRACTICES. EMPTY CONTAINERS RETAINI
RESIDUE AND CAN BE DANGEROUS. ALL CONTAINERS SHOULD BE DISPOSED OF TN
AN ENVIRONMENTALLY SAFE MANNER AND IN ACCORDANCE WITH GOVERNMENTAL)
REGULATIONS. NOTE: ALUMINUM EQUIPMENT SHOULD NOT BE USED FOR STORAGE!
AND/OR TRANSFER OF CHLORINATES.[

DISCLAIMER OF EXPRESSEP AND IMPLIED WARRANTIES:!
THE INFORMATION IN THIS DOCUMENT IS BELIEVED TO BE CORRECT AS OF THE DATE!
ISSUED. HOWEVER,NO WARRANTY OF MERCHANTABILITY, FITNESS FOR ANY PARTICULAR]
PURPOSE,OR ANY OTHER WARRANTY IS5 EXPRESSED OR IS TO BE IMPLIED REGARDINGI
THE ACCURACY OR COMPLETENESS OF THIS INFORMATION, THE RESULTS TO BE OBTAIN-(
ED FROM THE USE OF THIS INFORMATION OR THE FRODUCT, THE SAFETY OF THIS(
PRODUCT, OR THE HAZARDS RELATED TQ ITS USE.
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